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specification value value

Model no. 200HHSPS 300 HBSPS

Power (volt*watt) 240V*190W 240V*200W

sealing size in mm(L*W) 200*8 (mm) 300*12

Inch 8 Inch 12 Inch

Dimension in mm(L*W*H) 340*85*155 500*530*930

Weight
2.60 kg
approx.

4.0 kg approx.

specification 

Model no.

power (volt*watt)

sealing size in mm

inch

Dimension in mm
(L*W*H)

Weight 

200 SPS 

240V* 215w 

200*1.6

8

305*85*155 

2.60kg
(approx)

300 SPS 

240V*340w 

300*1.6

12

405*85*155 

3.10kg
(approx)

value 

400 SPS 

240V*340w 

400*1.6

16

535*85*155 

4.40kg
(approx)

500 SPS 

240V*440w 

500*1.6

20

630*85*155 

6.30kg
(approx)

600 SPS 

240V*500w 

600*1.6

24

720*85*155 

6.60kg
(approx)

750 SPS 

 1600w 

750*1.6

30

800*85*155 

7.50kg(appr
ox) 

specification                                                        value                                                                  

specification                                            value                               

HAND SEALER IMPULSE TYPE

HAND SEALER HOT BAR TYPE

sealing machineSEALING MACHINE 



sealing machine

Model no. 300/500  SPS

Power (volt*watt) 240V*250W

sealing size in mm(L*W) 300*12

Inch 12/16/20 Inch

Dimension in mm(L*W*H) 510*550*1070(300SPS)

Weight 20/25/28kg Approx

specification 

Model no.

power (volt*watt)

sealing size in mm

inch

Dimension in mm
(L*W*H)

Weight 

value 

300 SPS 

240V*400w 

300*5

12Inch

470*550*1070 

22kg Approx. 

value 

400 SPS 

240V*470w 

400 * 3 

16 Inch

680*620*1050 

23kg approx

value 

500 SPS 

240V*750w 

500*5 

20inch

680*620*1080 

23kg approx 

value 

600 SPS 

240V*920w 

600*3 

24inch

720*550*1070 

28kg(approx)

value 

750 SPS 

1500W

750*3 

30inch

800*650*1100 

30kg (approx)

value 

900 SPS 

 240V*950

600*3 

36inch

1000*620*1050 

30kg(approx)

specification                                                        value                                                                  

specification                                        value                   

FOOT SEALER IMPULSE TYPE

FOOT SEALER HOT BAR TYPE

SEALING MACHINE 



sealing machine

specification value 

Model no.
900 MSE

Power (volt*watt) 240V*1.04kW

length 900mm

width 5mm

Inch 36

Dimension in mm(L*W*H) 1150*305*1500

Weight 60kg approx 

specification value 

model PHS-408

Sealing Jaw Heat sealing machine 

Heat sealing
machine

30”

Sealing Width 3mm/5 MM

Electric Supply 220-240V, 50Hz, 15 AMPS

Topping For
Connection

Flam Proof (FLP) Topping & Electrical Supply

Process Time
Dependent your pouch thickness (maximum 3-5
second/per Cycle)

Dwell Timer
indicator light which signal the operator for sealing
and cooling cycle

voltage AC 220, V50HZ

Weight Maximum 80 Kg approx.

MOVABLE SEALER IMPULSE TYPE

PNEUMATIC SEALING MACHINE

SEALING MACHINE



AUTOMATIC CONTINUES BAND SEALER

specification value 

Model no. 900H

Temp. Range 0-300*C

Power 500 W

Sealing speed 0-12mt/min

Sealing width 8-10mm

Dimension in
mm(L*W*H)

800X 380 X 550

Weight 35 Kgs

voltage AC 220, V50HZ

maximum  loading 3kg

specification value 

Model no. 900V

Temp. Range 0-300*C

Power 0.65(kw)

sealing size in mm(L*W) 12mm

Sealing speed 0-16mt/min.

Voltage AC 220V,50HZ

Dimension in mm(L*W*H) 800X380X 550

Weight 35kg

maximum  loading 3kg

HORIZONTAL BAND SEALER 

VERTICAL BAND SEALER 2-3 kg

AUTOMATIC CONTINUES BAND SEALER



AUTOMATIC CONTINUES BAND SEALER

specification value 

Model no. 900H

Power (volt*watt) 220v*500W

sealing size in mm(L*W) 12mm

Sealing speed 0-12mt/min

Dimension in mm(L*W*H) 800*420*365

Weight 30kg

maximum  loading 3kg

specification                                                             value                               

specification value 

Model no. Power Coating 900 LW

Temp. Range 0-300*C

Power (watt) 1000W

Sealing width 8-10mm

Sealing speed 8Mtr.

sealing size in mm 12 mm

sealing height from conveyor 230-450mm

Conveyor width 200mm

voltage AC 220V,50HZ

Weight 80kg

maximum  loading 10kg

specification                                                    value                                 

VERTICAL BAND SEALER 5 kg

AUTOMATIC CONTINUES BAND SEALER

VERTICAL BAND SEALER (10KG) 



AUTOMATIC CONTINUES BAND SEALER

specification value 

Model no. 900AF

Temp. Range 0-450*C

Power (volt*watt) 220v*500W

sealing size in mm(L*W) 12mm

Sealing speed 0-12mt./min

Dimension in mm(L*W*H) 800*380*550

Weight 35kg approx 

maximum  loading 3kg

specification                                     value                                           

specification value 

Model no.
900LW

Voltage
AC 220, V50HZ

Temp. Range
0-300*C

Power (volt*watt)
1000 W

coated
MS body

power consumption
single phase

sealing size in mm(L*W)
12mm

Sealing speed 
0-10mtr/min.

Dimension in mm(L*W*H)
800*380*550

Weight
110Kgs.

maximum  loading
25KG

AIR FLUSHING VERTICAL BAND SEALER

HEAVY DUTY VERTICAL BAND  SEALER UP TO 25kg 



STRAPPING MACHINE

specification value 

Model no. SPS405

strapping speed (seconds) 1.5

strap width(mm) 6-15

strapping force 450

working table height (mm) 750

power source (v/HZ) 220/50,1/4HP

External dimensions (mm) 900*580*750*

capacity up to 200 box per day

Weight 90kg

SEMI-AUTOMATIC STRAPPING MACHINE 

SEMI-AUTOMATIC STRAPPING MACHINE 

STRAPPING MACHINE

specification value 

Model no. SPS201 

strapping speed (seconds) 1.5

strap width(mm) 6-15

strapping force 450

working table height (mm) 750

power source (v/HZ) 220/50,1/4HP

External dimensions (mm) 900*580*750*

capacity up to 1000 box per day

Weight 110kg

LOW TABLE SEMI AUTOMATIC STRAPPING MACHINE LOW
TABLE TOP 

specification value 

Model no. low table top SPS 101L

strapping speed (seconds) 1.5

strap width(mm) 6-15

strapping force 450

working table height (mm) 500

power source (v/HZ) 220/50,1/4HP

External dimensions (mm) 900*580*500*

capacity up to 200 box per day
Weight 90kg 



STRAPPING MACHINE

specification value 

Max Packaging Size 850(W)mm x 600(H) mm

Min Packaging Size 100W x 20H mm

Max Strap Size (mm) 800 * 600

Strap Core Inner Dia
200mm / 280mm
(interchaneable)

Strap Width 8 ~ 15.5mm (adjustable)

Strap Thickness 0.55 ~ 0.75mm

Strapping Tension
10 to 70kg (Max) (CE version :
upto 45kg)

Table Height 810mm

Max Package Weight 80-100kg

Strapping Speed 27 Strap/Min (60Hz, 1PH

Power Consumption 0.65 KW

Power Supply 220V / 380V(50/60hz) 3PH

Temp. of Working
Environment

5 ~ 40°

Net Weight 220kg

Dimensions 620(D)x1430(W)x1540(H)mm

specification value 

Model no. SPS 0860 AS2B

strapping speed (seconds) 2

strap width(mm) 9-15

strapping force 25-700

working table height (mm) 830

power source (v/HZ) 440/50,0.1.2HP

External dimensions (mm) 1420*650*1565*

Weight 235kg

FULLY AUTOMATIC STRAPPING MACHINE (HEAVY DUTY)

STRAPPING MACHINE

FULLY AUTOMATIC STRAPPING MACHINE  (LOW DUTY)



specification value 

Model no. SPS19

strap width(mm) 13-19MM

Strap thickness 1.0mm-1.5mm

dimension in mm 275*115*130

Tension 200kg

type of seal friction weld

pressure 5-7 bar

strap material PET/PP

Weight 3.8KG

specification value 

Model no. SPS19

strap width(mm) 13-19MM

Strap thickness 1.0mm-1.5mm

dimension in mm 375*130*140*

Tension 40-200kg

type of seal friction weld

Battery 14.8v-2A/h LI-PO

strap material PET/PP

Weight 3.9KG

PNEUMATIC STRAPPING TOOL FOR PET STRIP 

BATTERY OPERATED STRAPPING TOOL FOR PET STRIP 

STRAPPING MACHINE



specification value

Model no. SPS101BST

Strap Thickness 0.5-1.0 mm

strap width(mm) 13-16mm adjustable 

Battery
Up to 200 cycles with one
battery charge

Tension 40-200 kg.

Size (LXWXH) 375x130x140mm

Type of Seal Friction Weld

Weight 3.9 kg.

STRAPPING MACHINE

PNEUMATIC STRAPPING TOOL FOR PET STRIP 

BATTERY OPERATED STRAPPING TOOL FOR PET STRIP 

specification value

Model no. DD160U

Battery 14.4v 5ah Li-lon battery

Battery charger 220V/110V

Charging time 60 minutes

Applicable Material PP or PET strap

One charge for 400-500 straps

One battery charge time 2000times

Strapping speed 3.9 kg.

Strap width 12-16mm

Strap thickness
PP (0.6-1.0mm), PET (0.5-
1.0mm

Sealing method Friction heat sealing

Tension 600-4000N

Machine dimension 360mm×135mm×130mm

Tool weight 3.8kg



specification value

Model no. KZ-32

Suitable for strap type steel  strap

strap width(mm) 32mm

strap thickness 0.80 to 1.20mm

Tensioning speed 4.2m/min.

Air pressure 0.49 to 0.63Mpa

max. strap tension 9800 N at 0.60Mpa

Weight of machine 15.00kg

STRAPPING MACHINE

PNEUMATIC STEEL STRAPPING COMBINATION TOOL

PNEUMATIC STEEL STRAPPING TENSIONER  

specification value

Model no. FTL-32

Suitable for strap type steel  strap

strap width(mm) 19 to 32mm

strap thickness 0.60 to 120mm

Tensioning speed 85mm/sec.

Air pressure 0.49 to 0.63 Mpa

max. strap tension 8500 N

Weight of machine 4.10KG



specification value

Model no. FTS-25

Suitable for strap type steel  strap

strap width(mm) 25MM

strap thickness 0.60 to 120mm

Sealing  type single notch

Air pressure 0.49 to 0.63 Mpa

Weight of machine 3.10KG

STRAPPING MACHINE

PNEUMATIC STEEL STRAPPING SEALER

PNEUMATIC TENSIONER WITH MANUAL CUTTER  FOR CORD
STRIP

specification value

Model no. PA-475 

Maximum Cord strap width 40 mm

 Maximum Tension Force 9800N

 Weight 4 kg

 Dimensions 380mm X 120mm X 108mm

Pressure required 90PSI (= 6bar)

Weight of machine 3.10KG



specification value 

Model no. SPS-551,tope & bottom drive machine

drive 2*90 W gear motor 10,220v,50Hz

Tape width 2 inch (3 inch option)

dimension in mm 1250*650*1040-1380

sealing speed 20mtr./min.0

case range in mm L 150-00,W 100-500,H 100-500

Weight 120kg

specification value 

Model no.
SPS-102 Pneumatic operated
automatic 

voltage (v/Hz) 220/50

maximum carton size
(LxWxH) 

500x500

minimum carton size
LxWxH) 

180x100

speed (m/min.) 24

available adhesive tape 
BOPP ,water free adhesive tape,PVC
Adhesive tape 

height of table 600*780

width of adhesive tape 48*60*76

size (LxWxH) mm 1970*660*(1280-1460)

weight (kg) 150

air compressor 2/3 liters 
power(w) 220

CARTON SEALER 

TAPPING MACHINE 

TAPPING MACHINE PNEUMATIC OPERATED AUTOMATIC 

CARTON SEALER 



STRETCH WRAPPING  MACHINE 

specification value 

Voltage 220V, 50~60HZ

Power 0.12KW

Max packing size(mm) 900×900×900

Speed 30r/min

Max. loading ≤80Kg

Machine size(mm) L1150×W600×H1861

specification value 

Model SPS800S

Voltage 220V, 50~60HZ

Power 0.12KW

Max packing size(mm) 900×900×900

Speed 30r/min

Max. loading ≤80Kg

Machine size(mm) L1150XW600XH2347

WITHOUT PNEUMATIC BOX STRETCH WRAPPING MACHINE

PNEUMATIC BOX STRETCH WRAPPING MACHINE

STRETCH WRAPPING  MACHINE 



STRETCH WRAPPING  MACHINE 

specification value 

Model no. SPSBW 600

Power supply 220v60Hz

power consumption 750 w 

carton size in inch (L*W*H) 30*30*30Max.

Wrapping  rate 20-70carton/hr.

Dimension in inch(L*W*H) 56*31*83*

Weight (kg) 80-110kg Approx

specification value 

Model no. SPSBW 600

Table Dia. 400mm

Turntable speed 30r/min.

Product height 650mm

product weight 60kg max.

product size max. 850x850x850mm

product size min. 250x250x250mm

 INDIAN BOX STRETCH WRAPPING MACHINE 

PALLET STRETCH WRAPPING MACHINE 

STRETCH WRAPPING  MACHINE 



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Turntable diameter 1250mm

Door/window size H:2500XW :1100XTh:75 to  100mm

Turntable height 80mm

Machine length (mm) 2550mm

Product Weight 1300mm

Machine height (mm) 2800mm

Construction M.S. sheet LASER cut Machine Al. Alloy &

Structure MS power coated
Shipping weight 850kg Approx

specification value 

Power requirement 380V, 50Hz, Three phase + N

Power consumption 1.8kw

Controller type
Delta make, PLC having recipe function
will alloy

AC drive make (VFD) Delta Make

Motor Crompton make

switch gear Schneider make 

Gear box Gear world make

Top holding system Motorize

Film elevator motor
0.5HP, 1440rpm 3-phase ,220v/50hz AC
geared motor 1:80,0.5hp

Powered pre stretch
motor

0.5HP, 1440rpm 3-phase ,220v/50hz AC
geared motor 1:10,0.5hp

Top holding system 0.5HP, 1440rpm 3-phase

Turntable motor
1HP, 750W x 1440rpm 3-phase
,220v/50hz AC geared motor 1:30 

DOOR/WINDOW  STRETCH WRAPPING MACHINE  

Mechanical Specification :-

Electrical Specification :-



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Model no. SPS-15

Power (w) supply 220V/50HZ.900W

Speed 15 Packs per min

Packaging Size
L 280mm *W90-200mm*H10-
150mm

Product Weight 100g-3kg

Width of cling film 250-450mm

Max.Dia of the Film 160mm

Operating humidity 10-90%RH

Machine Size L668*W730*H752mm

Machine Weight 118kg

specification value 

Model no. SPS202

Brand Smart Pack

Design Type Customized

Automation Grade Manual

Material plastic

Bag Entrance 9mm

Dimension in CM (L*W*H) 26 X 14 X 7

Mc Weight 1 kg Approx

MANUAL CLEAN WRAP MACHINE (FOOD/VEGITABLE)

SEMI AUTOMATIC FOOD/ VEGITABLE WRAPPING MACHINE  

BREAD SEALER

specification value 

Model no. SPTW-550E

Voltage (V/Hz) AC 220/50

Power (w) 450

Max.seal width(mm) 550

Max.tem. (°C) 160

Dimension (L×W×H) (mm) 610×570×120

Net weight (kg) 7.5

Body S.S. TYPE



specification value 

Model no. Hand Batch Coding

Printing Area 60*30 mm

Size in mm 2/3/4/6mm

Prints Using
Easily Changeable Grooved / Flat,
Rubber/ Nylon Stereo (3mm to 39mm)

Inking Medium Special rechargeable ink pad / felt pad

Printing Medium
Quick drying liquid ink (Black, Red,
White*, Golden*, etc.)

Impressions
15,000 per 10 ml. charge 10,000 per 60
ml. charge

HAND BATCH CODING MACHINE

BATCH CODING MACHINE 

HANDY CODER 

specification value 

Model no. Handy coder

Printing area 95*350

Prints using 
easily changeable grooved rubber
stereo(3mm-39mm)

Impression 1000 per charge of 10ml/20ml/40ml

Inking medium 
rechargeable high capacity porous /non
porous ink cartridge.

printing medium 
porous /non porous ink (black,  red, and
white etc.



specification value 

Model No. HP-241A

Voltage(V/Hz AC 220/50 or 110/60

Power(W) 220

Printing speed(pcs/min) 20-70

Hot printer width(mm) max35

Size(LxWxH)(mm) 350x350x350

Weight(kg)    15

Printing 2.5 x 3.5max 12 word

Printing 2.5 x 3.5max 24 word

Printing 2.5 x 3.5max 36 word

specification value 

Model No. HBR1

Voltage(V/Hz) AC 220/50 110/60

Power(W) 40 W

Printing Speed(pcs/min) 0-100

One Line 2Ã—4Max.15characters

Two Lines 2Ã—4Max.30 characters

Three Lines 2Ã—4Max.45 characters

Ribbon Width(mm) 25, 30, 35 mm

External Dimensions (LÃ—WÃ—
H) (mm)

270Ã—160Ã—220

Weight (Kg) 2-3 kg

 MANUAL RIBBON BATCH CODING MACHINE 

BATCH CODING MACHINE 

MOTORIZED BATCH CODING MACHINE



specification value 

Voltage (v/Hz) AC 220/50  110/60

power 180

ink roller size (mm) 35x32   35X16

printing speed (pcs/min.) 0-300 adjustable speed

object size (mm) L50-500W30-300

Type number 
5 lines maximum 15 letters per
line

Printing type solid ink coding

Type size 2.0,2.5,3.0 available

dimension (LxWxH) 440X345X260

Net weight (kg) 23

specification value 

Model no.  SPS 700

Voltage 220v/40Hz

power (W) 180

printing speed (pcs/min.) 18-20

printing type pad printing 

Dimension (LxWxH) 435x405x560

Net weight kg 21-25

BATCH CODING MACHINE 
HIGH SPEED BATCH CODER 

PAD PRINTER 



BATCH CODING MACHINE 

THERMAL INK JET PRINTER CHAINA 
specification value 

Nozzle Thermal Inkjet 2.5

CPU Quard Core 1.4Ghz

Definations Maximum 600 DPI

Distance Best Quality at 2 to 5mm

Ink Colors Black,White,Red,Blue,Yellow,Green,Invisible 

Types
 English text number , symbols , QR Code , barcode , pictures , 

 dates , counter , variable data

Application
Boards , Carton , Stone , pipe , metal , plastic , electronic , 

 Automotive parts

Inkjet engine HP Original Imported inkjet engine

Interface
USB , RS232 , Bluetooth 4.0 , Wi-Fi

 Height : Maximum 12.7mm per nozzle

Height Maximum 12.7mm per nozzle

 Speed 70 MM



specification value 

Display 3.5” Color LCD with LED Back light

User Interface Simple and easy-to-use operating system

Input Device Pocket-sized IR remote keypad

Available Languages

Available Languages                                                                                                     
English, Japanese, French, German, Spanish, Portuguese, Russian,
Korean, Italian, Turkish, Hungarian, Slovak, Czech, Swedish, Romanian,
Polish, Serbian, Bulgarian, Chinese 

LED Indicators Alarm, Ink Low, Print, Run, Remote on/off

Print Engine Hewlett-Packard Thermal Ink Jet Technology

Print Resolution & Print Speed 600 x 300 dpi (76.2 m/min) Print quality is dependent on resolution 

Throw Distance Recommended 6mm from nozzle to surface

Print Height
Up to 4 lines and 12.7mm (0.5”). Selectable font size from 5.5mm, 8mm,
10mm, 12.7mm

Print Capability Alphanumeric, logos, date/time, shift code, counter, lot 

Barcodes
Code-128, ITF-14(SCC-14), NVE(SSCC-18), EAN-128, PDF417 Code-128, ITF-
14(SCC-14), NVE(SSCC-18), EAN-128, PDF417 Code 25 Interleaved, Code-39

Power AC 100V~240V, 50/60Hz

Weight 0.49 kg (1.08 lbs) - Cartridge and brackets not included

Dimensions 114 (L) x 76 (W) x 60 (H) mm

Mounting Orientation Horizontal or downside

Message Storage Capacity Store up to 999 messages

Operating Temperature 5°C – 40°C (41°F – 104°F)

 Data Interface RS-485 & USB

BATCH CODING MACHINE 

THERMAL INK JET PRINTER TAIWAN 



specification value 

Model no. EMCC

Printing size 35 mm x 50 mm

power supply 230v AC ±10%,50HZ. single phase

printing speed (pcs/min.) 
 up to100 or depending on machine
set up condition.

Printing method 
ink transfer by flexor types
grooved/flat stereos-3 mm size.

printing media anti freeze fast drying ?liquid ink.

Inking system

inking cartridge  made from
specially imported material to
release the right amount of ink per
each impression.

Ink charge 
5-10 ml ink per charges gives
10,000-20,000 impression
depending size of markings.

specification value 

Model no. linx 8840

Usage/Application Printing & Labeling

Capacity 7.28 m/Sec

Weight 25 Kg

Voltage 230 Volt

Number of print head 1

Operating Temperature Range 5 - 45 Degre C

Character Height 1.2 mm to 20 mm

Display Screen Size 7 Inch

Conveyor type           roller               roller                    still                          live 

Roller type                   pvc                 plastic                  steel                      belt

power supply              nil                    nil                           nil                            AC 200V

width of conveyor    500                 500                        400-500              200-1200

length of conveyor   2000-4800  2000-4800       Adjustable           1000-12000

loading  capacity       80                    80                          200kg                    50kg

conveyor speed         nil                    nil                           nil                            0-30
(mt./min.)

CONVEYOR SYSTEM

BATCH CODING MACHINE 

MOTORIZED CODING MACHINE EMCC

INK JET PRINTER 



specification value 

Model no. DZ-300

Driven type electric

voltage(v/Hz/ph) 220v/50Hz/1ph

sealing power 90w

sealing width <=30cm

sealing length max280mm

sealing time 4-6s

vacuum time 10-15s

material for vacuum case carton

dimension in mm 350*140*70
weight 1.5kg

specification value 

Model no. DZQ 260

Voltage 220V/ 50Hz

Pump Power 1.0 Kw

Workroom Size 280*390*60MM

Sealing Length 260*8MM

Sealing Speed 1-4 times/minute

Weight 33Kg.

specification value 

Model no. DZQ 600

Voltage (V/HZ) 380/50Hz

Pump Power(W) 1.7KW

Vacuum pressure <0.66kpa

vacuum case vol. 580X550X110

sealing length 600X 10

dimensions 1500x850X1050
weight 300 KG approx

MANUAL VACUUM PACKING MACHINE

VACUUM PACKING MACHINE 

VACUUM PACKING MACHINE  

SINGLE CHAMBER 



specification value 

Model no. DZQ 500/600

Voltage 380v/50Hz

Pump power 1.7kw

vacuum case vol. 580*550*110

sealing length 600*10

dimension in mm 1500*850*1150

weight 300kg

specification value 

Model no. DZ600T

Voltage 220V 50/60Hz

Pumping Speed 1.8 m3/h

Workroom size 270X680X325 mm

Sealing length 640X5 mm

Sealing speed 1-4 times/minute

External size 390 X 720 X 700 mm

Weight 75-90 kgs

DOUBLE CHAMBER 

VACUUM PACKING MACHINE 

BRICK SHAPE VACCUM PACKING MACHINE



specification value 

Chamber Chamber Less

Voltage (V/Hz) 220 v AC

VACUUM PUMP POWER (W) 150 L/M 

Air Presser Sealing 10 kg. to 8 kg.

Sealing Width (mm) 10 mm

Sealing Length (mm) 750mm

Material for vacuum case 1 kg. to 25 kg.

Sealing Type Pneumatic

Machine Dimension (LXWXH) mm
915 mm x 915mm x
1498.6 mm

Weight (kg.)
350 kg. to 400 kg.
Approx.

VERTICAL TYPE VACUUM PACKING MACHINE

VACUUM PACKING MACHINE 

specification value 

POWER SUPPLY 220-240V 50-60Hz

HOT SEALING POWER 0.8kw

VACUUME PUMP POWER 0.75kw

SEALING BAR SIZE 600mm x 10mm

WORKING TABLE SIZE 600 x 400mm

PACKING SPEED 1-3 times / min

MACHINE SIZE 670x500x1000mm

MACHINE WEIGHT 80kg

VERTICAL TYPE VACUUM PACKING MACHINE (HEAVY DUTY)



specification value 

Model no. SPSIS 100

voltage(v/Hz/) 220v/50Hz

 power 500w

Heal dimensions (mm) 20-135

delivering speed N/A

vessel height Absoluteness

dimension in mm 340*290*150

Capacity 0-100 pcs./Min

weight 5kg

specification value 

Model no. SPSIS 200 (table top model)

voltage(v/Hz/) AC 220/5+-10%,50 HZ

 power 2000w

sealing diameter
20-130(optional diameter 30-
120)

Available Height (mm) 40-400mm

Sealing Speed (mm)
2-12 m/min(bottle
Size,Material,Sealing

External Dimension (L X W X
H) (mm)

1150 X 480 X 400

Net Weight (kg) 38kg

Conveyor Unit Bearing Load
(Kg)

20

specification value 

Model no. SPSIS 1500

voltage(v/Hz) 220V,50Hz

 power 1.5kw

sealing diameter 20-50mm

dimension in mm 130*50*130

weight 65kg

sealing speed 0-12m/min.

height of container 40-300mm

HAND INDUCTION SEALER 

CONTINUOUS ELECTROMAGNETIC INDUCTION SEALER 

CONVEYOR INDUCTION SEALER HEAVY DUTY 

INDUCTION SEALER 



specification value 

Power AC 180V-260V

Capacity 30W

Filling Range 5ml-3500ml

Maximum flow 3.2L/min

Repetitive Error: <0.5

specification value 

Filling range 5ml-3500ml

Cooling method wind cooling 

voltage 220v/50Hz- 60Hz

power 120w

control method  manual & automatic

pump double pump

machine weight 5-6 kg

machine size 420x240x170(mm)

panel
electric digital control
panel 

bottle counting yes (stroke count )
flow pressure adjustable 

specification value 

Model no. SPS 103

Electric power 10w

input voltage 220v,50Hz

Air pressure 0.4-0.6 M pa

filling speed 10-30bottles/min.

Tolerance precision  <=A±1%

volume 50to500ml

Materials 316L Stainless steel

Weight 40kg Approx

dimension in mm 800*450*500

DIGITAL LIQUID FILLING MACHINE (SINGLE NOZZLE)

FILLING MACHINE 

DIGITAL LIQUID FILLING MACHINE (DOUBLE  NOZZLE)

 SINGLE NOZZLE LIQUID FILLING MACHINE  PNEUMATIC TYPE 



specification value 

Model Name SPS

Driven Type Pneumatic

Type Double Nozzle

Body Stainless Steel

Working Type Semi Automatic

Voltage 220/240 Single phase

Power 0.4-0.6 Mpa 

Sealing Speed
5-15 Per Drops / per minute / Per
Nozzle

Adjusting Capacity 100ml-1000ml

specification value 

Filling Range 50 ml to 5ltr.

Output/Hour 500 to 700 per hour

Direction of
Movement

Left to Right

Power
Consumption

1 HP / 415 V / 50 HZ

Machine
Dimensions

1800 mm (L) x 950 mm (W) x 1800 (H)
Approx.

Power
Consumption
Conveyor

0.25 HP / 415 V / 50 HZ

Height of
Conveyor

850 mm to 900 mm Adjustable

Air Pressure 6 bar pressure 0.5 CFM

Weight 300 Kgs. Approx.

accuracy ±1 %

Electrical
supply 

1 Phase + Neutral + Earthing

Electrical load 1 KW

FILLING MACHINE 

DOUBLE NOZZLE LIQUID FILLING MACHINE  PNEUMATIC
TYPE

Double Head 5 Ltr Filling Machine



specification value 

Model no. SPS 202

Filling heads 2 heads

output/min. 50-60 container 

power 440v 3ph 50Hz

input container
D-16mm
to100mm/H100MMmAX

Tolerance precision  <=±1%

volume 2 to 500ml

materials 316L Stainless steel

dimension in mm 640*755*680

capacity 250ml to 1 ltr.
weight 100kg

specification value 

Capacity
depends upon filling range & labor
quality

Power Consumption electricity not required

Material Paste

filling range 5ml -50ml

Electric Load single phase

Machine Type Manual

DOUBLE NOZZLE MOTORIZED FILLING MACHINE 

FILLING MACHINE 

MANUAL PASTE FILLING MACHINE 

specification value 

Machine Grade Semi Automatic

Voltage 220V, 50HZ

Power Source Single Phase

Tolerance Precision ≤ ±1%

Speed 6 strokes/min

Dimension 800×450×500 mm

Weight: 80kg

Material Stainless steel

Using Industrial

Medicine, food and cosmetic such as
liquid antiseptic, oral liquid, shampoo,
body lotion, Perfume, edible oil,
lubricant oil, pesticide etc.

SINGLE NOZZLE PASTE FILLING MACHINE 



specification value 

Model SPPF - 1000 D

Filling Range 100 - 1000

Air Pressure 4 ~ 6 kg

Filling Speed
(Bottles/min.)

0-50

Filling Accuracy Â± 0.5% - Â± 1%

Voltage (V) 220V Â± 5V

Power (W) 10 W

Current (A) 1A

specification value 

Model no. SPS 104

No. of filling head 1

capacity 5kg to 15 kg

cap 32kge:10g(5kg for 5kg)

filling speed 120-150 per hour (15kg)

filling speed 160-200 per hour (5kg)

FILLING MACHINE 

DOUBLE  NOZZLE PASTE FILLING MACHINE 

AUTOMATIC FILLING MACHINE FOR 15 LTR. TIN JAR

PNEUMATIC PASTE FILLING MACHINE WITH HEATER
& STIRRER 

specification value 

Electric Power 10w

Input Voltage 220v, 50Hz

Air Pressure 0.4 to 0.6 M Pa

Filling Speed
(Bottles/min.)

10-30 Bottles/Min.

Tolerance Precision <= Â± 1%

Volume 100ml to 1000ml

Materials Ss0grade 304

Dimension in mm 800*450*500(L*W*H)

Weight 40kg



PALLET TRUCK FFS MACHINE 

FFS MACHINE FOR PASTE FILLING MACHINE 

specification value 

packing range 10- 100 ml 

working power 650W

Appearance size 100*51*141cm

packing size 98*89*106cm

packing speed 1200-1500 (pcs/h) 

width of  bag  ≤150mm

power requirements Need air compressor 

Air compressor
displacement 

0.36m³/min.

Air storage of air
compressor 

≧70l

configuration 
 4.3'' touch screen, three
sided seal or back seal.

Application

Suitable for liquid, paste
and mixed sauce. Such as
– shrimp slippery, hot
pot base , cold noddle
Sauce. 



PALLET TRUCK 

specification value 

packing range 3-100g/5-250g

working power 800w

Accuracy ±5%

Appearance size 94*57*161cm

packing size 96*61*173cm

Net weight 90kg

gross weight 125kg

packing speed 28-35pcs/min.

max. width of  bag 120mm

power requirements Need air compressor 

Air compressor displacement 0.36m³/min.

Air storage of air compressor ≧70l

configuration 
touch screen, three sided seal or
back seal  stepper motor

Application
coffee powder, chili powder,
seasoning powder & other
powder 

FFS MACHINE 

 PNEUMATIC POWDER FILLING MACHINE 



PALLET TRUCK 

specification value 

filling range 100gm-1000kg

working power 1200W

packing measurement 1070*1030*1330mm

output speed 15-25（pcs/min）

max bag size 420mm  max

power requirement need air compressor

air compressor displacement 0.36m³/min

air compressor storage tank ≧70 L

power source 220V/50Hz

configuration 4.3inch

FFS MACHINE 

 PNEUMATIC POWDER FILLING MACHINE 



PALLET TRUCK FFS MACHINE 

DOUBLE HEAD FFS MACHINE 

specification value 

packing range 10-1000g x 2 

working power 500w

packing speed 15-25(pc/min.)

Accuracy ±0.2g

Max width of bag ≤200mm

Max length of bag ≤420mm

packing size 101*78*115 & 90*88*155cm

Net weight 90kg approx 

gross weight 80 & 60kg

feed hopper 90l

weighing hopper 1.8L

Compressor requirement
displacement  

0.36m³/min.

air storage ≧70l

configuration 

 7'' touch screen, three sided
seal or back seal, double head,
full 304 mechanism, stepper
motor opening door, quick
installation  disassembly, pure
pneumatic mechanism

Application

grains hardware, accessories tea
flower tea and other particles
powder non viscous light solid
material   



PALLET TRUCK FFS MACHINE 

specification value 

Packing Type:
3-side seal, 4-side seal &
center seal.

Packing Weight 10 -100 gm.

Pouch Size
L: 40 to 200 mm, W: 60 to 250
mm

Filling System
Optional

Ware cup filling system

Optional
Attachment

Coding device, Batch cutting
device, Motorized unwinding
device, Nitrogen flushing
system

SMALL FFS 



PALLET TRUCK FFS MACHINE 

Automatic Vertical FFS Machine Heavy Duty with
Auger Filler  5gm To 500gm 

specification value 

Pouch size To be confirmed

Sealing type Center Seal

Filling system Servo Auger filling system

Weight adjustment Online with digital control.

Packaging film
Heat seal able laminated film
in roll form.

Maximum film roll width 420mm.

Sealing mechanism
Intermittent for horizontal
sealing

Machine body Fabricated (GMP Model)

Product contact parts: SS-304

Hopper type SS-304 food grade

Safety covers
Al section frame with PC
sheet

Electrical components Standard quality

Mechanical parts EN series.

Photo cell: Panasonic

Batch coding: Optional.

Batch cutting
Assembled with horizontal
sealer

AC drive DELTA

PLC DELTA

Micro view DELTA

Pneumatic cylinders Festo/janatics

Pouch collection SS tray

Temperature controllers: PID based

Quick speed control: By AC drive



PALLET TRUCK 

specification value 

Pouch size To be confirmed

Sealing type Center Seal

Filling system Servo Auger filling system

Weight adjustment Online with digital control.

Packaging film
Heat seal able laminated film
in roll form.

Maximum film roll width 680mm.

Sealing mechanism
Intermittent for horizontal
sealing

Machine body Fabricated (GMP Model)

Product contact parts: SS-304

Hopper type SS-304 food grade

Safety covers
Al section frame with PC
sheet

Electrical components Standard quality

Mechanical parts EN series.

Photo cell: Panasonic

Batch coding: Optional.

Batch cutting
Assembled with horizontal
sealer

AC drive DELTA

PLC DELTA

Micro view DELTA

Pneumatic cylinders FESTO (JAPAN)

Pouch collection SS tray

Temperature controllers: PID based

Quick speed control: By AC drive

Servo Make DELTA

Bearing Make SKF & NACHI (JAPAN)

Sensor Make DATALOGIC (GERMANY)

MCB Make HAVELLS 

Compressed air require: 12 CFM @ 8 BAR

Electrical Supply 440V AC/ Three Phase

Power Consumptions 7-8 KW

Net Weight of Machine 1100 Kg (Approx.)

gross Weight of Machine 1250 Kg (Approx.)

dimension of machine
1850x1690x2800 mm
(LxWxH) 

FFS MACHINE 

Automatic Vertical FFS Machine Heavy Duty with
Auger Filler  500gm To 5kg 



PALLET TRUCK FFS MACHINE 

Automatic Vertical FFS Machine Heavy Duty with
Auger Filler  1kg To 10kg

specification value 

Pouch size To be confirmed

Sealing type Center Seal

Filling system Servo Auger filling system

Weight adjustment Online with digital control.

Packaging film
Heat seal able laminated film
in roll form.

Maximum film roll width 850mm

Sealing mechanism
Intermittent for horizontal
sealing

Machine body Fabricated (GMP Model)

Product contact parts: SS-304

Hopper type SS-304 food grade

Safety covers
Al section frame with PC
sheet

Electrical components Standard quality

Mechanical parts EN series.

Photo cell: panasonic

Batch coding: Optional.

Batch cutting
Assembled with horizontal
sealer

AC drive DELTA

PLC DELTA

Micro view DELTA

Pneumatic cylinders FESTO (JAPAN)

Pouch collection SS tray

Temperature controllers: PID based

Quick speed control: By AC drive

Servo Make DELTA

Bearing Make SKF & NACHI (JAPAN)

Sensor Make DATALOGIC (GERMANY)

MCB Make HAVELLS 

Compressed air require: 12 CFM @ 8 BAR

Electrical Supply 440V AC/ Three Phase

Power Consumptions 7-8 KW

Net Weight of Machine 1100 Kg (Approx.)

gross Weight of Machine 1250 Kg (Approx.)

dimension of machine
1850x1690x2800 mm
(LxWxH) 



PALLET TRUCK 

specification value 

Height 2.3mtrs

width 1.16mtrs

Dept. 1.1mtrs

weight 450kgs approx 

peak power 07kw

capacity 2500/h

Range 100ml to 1000ml

film width 325-330mm

type of seal center seal

sealing system impulse 

Electricity 230v/50hz

FFS MACHINE 

FFS Machine For Milk (Heavy Duty) 



PALLET TRUCK FFS MACHINE 

FFS Machine  For 100 gm.-1 kg.
candy/granules 

specification value 

Packaging Rang 100 gm.-1 kg.

Working Power 350 w

Appearance Size 42x55x143cm

Packing Size 68x50x120cm

Gross Wight 70 kg approx

Packing Speed 10-18 pcs/ min

Accuracy +- 0.2g

Max Width of bag ≤ 100 mm

Feed Hopper 6 L

Weighing Hopper 0.3 L

Configuration Three side seal



PALLET TRUCK FFS MACHINE 

Oil Pouch Packaging Machine 
specification value 

Height 2.2Mtrs

width 1.15Mtrs

Dept. 1.1mtrs

weight 600Kgs approx 

Electricity Cycles 230V/50HZ(OR)450V/50HZ

PEAK POWER 09KW( Peak)

POWER CONSUMTION 2.5KW/hr

CAPACITY
Pouches/ Hr
1000POUCHES/H

RANGE 500ml - 1000ml

FILM WIDTH 325- 330mm

TYPE OF VERTICAL SEAL SIDE SEALING

SEALING SYSTEM IMPULSE

FILM THIKNESS 72- 105Microns

FILM MATERIALS Nylon, Ldpe, Hdpe,5LAYER

FILLING ACCURACY +/- 2ml

POUCH DIMENSION FOR 1 Lt L250mmXW162mm

POUCH DIMENSION FOR 500
Ml

L160mmXW162mm



specification value 

Model no. JS 100

Power 230v/50Hz-500w

sealing diameter up to 100

dimension in mm 560*250*650

weight 15kg approx

specification value 

Model no. SPTS-95

voltage (v/Hz) 220/50

total power 200w

Cup Dia (mm) 80,95,123

Sealing Speed (Cups/hour) 600 to 700

Dimension in mm 260*240*650

specification value

Model no. JS100

Power 230v/50Hz - 500 w

sealing diameter Up to 100

dimension in mm 560*250*650

weight 15 kg approx.

FOIL SEALER 

CUP SEALER MANUAL 

CUP SEALER 

FOIL SEALER WITH DYE  



specification value 

Model no. ET-A9

voltage 220V /50 Hz or 110 V/60 Hz

total power 340 W

sealing capacity 300-500 cup/hour

Dimension in mm 282 X 370 X 540 mm

weight 18kg

SEMI-AUTOMATIC CUP SEALER

 4 GLASS CUP SEALER

CUP SEALER 

specification value 

Model no. BZD-95-4

Operating mode semi- automatic 

voltage 110v 60HZ/ 220V 50HZ

Power 400w

capacity 450 cups/hour

weight 32 kgs

sealing diameter 95mm

Dimension 540x500x700mm



specification value 

Model No. SPTS-200

voltage (v/Hz) 220/50

total power 650w

Tray Size in mm (L*W
190*142,136*101
  (250 gm Tray)

sealing speed (cups/hour) 350 to 500

Dimension in mm 450*250*340

weight 15kg

specification value 

Model no. SPTS-300

voltage (v/Hz) 220/50

total power 800

Tray size (L x W) mm
300 x 225(5&8Portion Meal
Tray)

Sealing Speed Per Hour 350 to 500

External Dimensions (L x W x H)
mm

600 x 380 x 400 Approx.

Net Weight (kg) 24

SINGLE COMPARTMENT TRAY SEALER 

TRAY SEALER 

DOUBLE  COMPARTMENT TRAY SEALER 



specification value 

Model no. SPTS-200

voltage  220/50

total power 650w

Tray Size in
 mm (L*W)

190*142,136*101 (250 gm
Tray)

sealing speed
(cups/hour)

350 to 500

Dimension in mm 450*250*340

weight  15kg

specification value 

Model no. SPTS-300

voltage 220/50

total power 800

Tray size(LxW)mm
300 x 225(5&8Portion Meal
  Tray)

Sealing Speed Per Hour 350 to 500

 Dimensions(LxWxH) mm 580 x 360 x 380

weight 24

MULTI COMPARTMENT TRAY SEALER 

TRAY SEALER 

DOUBLE GLASS TRAY TYPE CUP SEALER



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Model SPS-30

Speed 30 times/minute

Accuracy +/-0.5mm

Label Roll Inner Diameter >=75mm

Label Roll outer Diameter >=250mm

Label Width 10-110mm

Label Length 10-300mm

Machine Weight 4.5kg

Machine Size L400xW240xH210mm

BottleDiameter 15-120mm,H>=150mm

specification value 

Maximum output
20-30 pc/min ( related to bottle label
size )

Bottle outer dia. 15-120mm

Power 50W

Dia 520*270*350mm

Power supply 220V

Machine 24K
Labeling lenght 26mm-300mm

MANUAL ROUND BOTTLE LABELLING MACHINE 

specification value 

Bottle type Flat

automatic grade semi automatic 

voltage 220v 

frequency 50hz

weight 26kg

SEMI AUTOMATIC ROUND BOTTLE LABELLING MACHINE

SQUARE BOTTLE LABELLING MACHINE 

LABELLING MACHINE 



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Voltage AC220V/50HZ

Speed 20-30 pcs/min

Bottle Diameter 30-80mm

Label Height 30-100mm

Label Length 30-200mm

Label roll Diameter 75-250 mm

Labeling Precision ±1mm

Max. Conveyor Loading 10kg

specification value 

Voltage AC 220V/110V 50-60HZ

Power 180W

Labeling Speed 15-30 Times/Min

Labelling Accuracy -+ 0.5mm

Min Label Roll Inner
Diameter

>= 75mm

Max Lael Roll Out Diameter  >=260mm

Label Size W20-100mm, L-30-200mm

VERTICAL LABELLING MACHINE SQUARE BOTTLE 

AUTOMATIC ROUND BOTTLE LABELLING MACHINE 

LABELLING MACHINE 

AUTOMATIC POUCH LABELLING MACHINE 
specification value 

Automation Grade Automatic

Application Packages Labelling

Bottle Type Pouch, Bag

Speed 80 pouches per minute

Gap Between Two Labels Maximum 3mm

Phase 1 Phase

Frequency Variable Frequency Drive

Weight Approx 250kg

Conveyor Height 850mm
Accuracy Error +/- 0.5mm to 1mm



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Power 220v / 50hz

Capacity 25 Bottles  Per Min

capping
diameter

10mm To 50mm

clutch Adjustable 

specification value 

MOC SS

Coated Zinc

Weight 250 g

Use
For Sealing Aluminum
Cap

MANUAL PLASTIC BOTTLE CAPPING MACHINE  

specification value 

Capacity 10-15 pc/min

Packaging Material Wooden Packing Only

Weight 10 kg

Automation Grade Manual

Body Material Mild Steel

Operation Mode Manual

Minimum Order
Quantity

1

specification value 

Brand smart pack 

material plastic 

colour silver 

item dimensions lxwxh 22 x 22 x 10

item weight 3 kg 

power source battery powered 
Operation Mode manual 

VIAL CRIMPING MACHINE 

CAPPING MACHINE 

CROWN CAPPING MACHINE 

MANUAL TIN JAR CAPPING FOR SPOUT CAP   



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Brand Smartpack

Packaging Type Seaming

Power 370 W

Machine Type Manual

Voltage 220V

Capacity 20can/min

Dimensions 490x420x800 mm

Weight 26 kg approx 

Height of Can 200 mm

MANUAL TIN JAR CAPPING FOR METAL CAP   

CAPPING MACHINE 

MANUAL TIN CAP SEAMING 

SEMI-AUTOMATIC TIN CAP SEAMING 
MACHINE
specification value 

Voltage (V/Hz 220/50

Power (W) 50W

Cap Diameter (mm) 45mm to 110mm

Applicable bottle
height(mm)

40mm to 220mm 

Machine Speed 20 Cycle/mint
Types of Cap Metal Cover

specification value 

Brand smart pack 

material metal 

colour silver 

item dimensions lxwxh 22 x 22 x 10

item weight 3 kg 

power source battery powered 
Operation Mode manual 



AUTOMATIC POUCH PACKING MACHINE 

specification value 

automation grade semi automatic 

weight 72kg approx 

speed 800 bottle/hour 

dimension 605x300x970

country of origin made in India 

specification value 

Model No. SPS 40P

Voltage 220v, 60Hz

Power 0.37 w

Cap Diameter 25*40 mm

Capacity (Bottles/hr) <1200

Types Of Cap Plastic Cover

Weight 65 kg Approx

Dimension in mm
(L*W*H)

650*200*920

SEMI-AUTOMATIC METAL CAP SEAMING MACHINE 

CAPPING MACHINE 

SEMI-AUTOMATIC PLASTIC BOTTLE CAP SEAMING 

specification value 

Automation Grade Semi Automatic

Usage/Application For Cap Sealing

Driven Type Electric

Capacity 25 CPM

Voltage 1440 V

Material Mild Steel (Body)

Cap Diameter 20mm

Frequency 50 Hz

Speed 1min 10 tin

Weight 100kg

SEMI-AUTOMATIC TIN JAR CAPPING  



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Main Material chrome plated 

Application Perfume, Spray Pump Bottle

Function Capping & Crimping

production capacity 30-40bottles/min.

uses 
for crimping glass vials, flip
off caps

applicator size 
11mm,13mm,15mm,20mm,3
2mm

electricity not required 

compressor  required

machine type pneumatic 

CAPPING MACHINE 

PNEUMATIC  VIAL CRIMPER



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Packaging Type Blister Packing

Phase Single Phase

Voltage 230 VAC

Frequency 50 Hz

Weight 50KG APPROX

Capacity 400-500 pce per hour

specification value 

Temperature control with digital meter

Sealing time 1 to 5

Power consumption 1500-2000 watt

Heating plate area 16X26inch

Temperature 0-250c

Sealing die provided with machine

specification value 

OUTPUT 240 packs/Hour

TOTAL POWER 2.5KW.

POWER SOURCE: 220v 50hz.

ØWEIGHT 390Kg approx.

OIL TANK CAPACITY 25-30 LTR.

MOTOR CAPACITY 2 HP 1/3 PHASE .

MANUAL BLISTER PACKING MACHINE 

BLISTER PACKING MCHINE 

PNEUMATIC BLISTER PACKING MACHINE 

HYDRUALIC BLISTER PACKING MACHINE 



AUTOMATIC POUCH PACKING MACHINE 

specification value 

filling material granules 

capacity 100gm

power consumption 180w

voltage 220v

material stainless steel

automation grade semi automatic 

weight 15kg approx 

frequency 50Hz

specification value 

Brand smart pack 

automation grade semi automatic 

voltage 220v

pouch capacity up to 1kg 

frequency 50Hz

phase single 

material ss body 

SINGLE HEAD WEIGHER MACHINE 0-100GM

WEIGHER  MACHINE 

SINGLE HEAD WEIGHER MACHINE 1-5KG 



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Speed 10-15 Dispenses /min.

Accuracy upto +/-1% rated scale capacity 

Storage Hopper Capacity 45 ltrs.

Weigh bowl capacity 2.3 ltrs (1 kg max.) per each

Min. pouch size
200 mm (min. inner
circumference

Power Consumption 300W @ 240VAC

specification value 

Type Double Header.

System
Mechanism

Weigh,Matric,Electro-pneumatic

Conveyor 5Mtr Salt Conveyor Width 400mm.

Bag Closure Double Stich

Capacity 5-50Kg.[100Kg.Optional]

MOC Ms With Powder Coating.

Filling Accuracy 0.045%.

Filling Mode 3 Stage.

Air Supply 5-6 Bar.

Customer CVT Compressor.

Digitizer Micro Controller Based.

Output 9-11 Bags Per Mintus.

WEIGHER  MACHINE 

DOUBLE HEAD WEIGHER 1 KG 

 WEIGHER 50KG 



AUTOMATIC POUCH PACKING MACHINE 

specification value 

Model no. SPPT 2.5

Capacity (kg) 2500

Min. Fork Height (mm) 85

Max. Fork Height (mm) 195

Lifting Height (mm) 110

Single Fork Width (mm) 200

Fork Overall Width (mm) 685

Fork Wheel Single (mm) 80*93

Fork Wheel Tandem (mm) 180*50

Steering Wheel (mm) 180

Weight (kg) 85

Fork Length (mm) 1220

HAND PALLET TRUCK 

specification value 

Model no. SPPS 2.0

Capacity (kg) 2000

Max. Lifting Height(mm) 1600

Lowered Height of Forks(mm) 85

Fork Length(mm) 900/1150

Adjustable Width of Fork(mm) 270-680

Lifting Speed(mm/stroke) 14

Lowering Speed(mm/stroke) Controllable

Outer Width of Front
Legs(mm)

750

Self Weight(kg) 180 

HYDRUALIC HAND STACKER 

PALLET TRUCK 



AUTOMATIC POUCH PACKING MACHINE 

Description UOM Specifications

Model SPEHPT15685

Drive unit Electric

Operator type Pedestrian

Rated capacity kg 1500

Load center distance mm 600

Wheel base mm 1200

Service weight(include battery) kg 130

Battery weight kg 5

Tyre type driving wheels/loading wheels PU

Tyre size.driving wheels(diameter*width) mm 210 x 70

Tyre size.loading wheels(diameter*width) mm 80 x 70

Lift height mm 115

Height drawbar in driving position min./max. mm 680 / 1190

Lowered height mm 80

Overall length mm 1595

Length to face of forks mm 445

Overall width mm 540 / 685

Fork dimensions mm 47x160x1150

Width across forks mm 685

Ground clearance, center of wheel base mm 37

Aisle width for pallets 800 x 1200 crossways mm 2310

Turning radius mm 1390

Travel speed, laden/unladen Kmph 4.5/4.8

Lift speed (Laden / Unladen) m/s 0.015 / 0.02

Max. gradeability, laden/unladen % 5 / 15

Lowering speed (laden / unladen) m/s 0.06 / 0.04

Service brake type Electromagnetic

Driving motor rating S2 60min Kw 0.75

Lift motor rating V/Ah 0.8

Battery voltage/nominal capacity K20 db 48 V / 12Ah

Sound measure at driver's ear db 70

PALLET TRUCK 

SEMI ELECTRIC HAND PALLET TRUCK

Kg



Description UOM Specifications

Capacity Kg 1000

Lifting height H2 (mm) 3000

Fork length L1 (mm) 1000

Min.height of fork H1 (mm) 90

Load centre mm 500

Motor power   1.6KW

Outer width of legs mm 635

Inner width of legs mm 395

Adjustable width of
fork

mm 360-690

Rear wheel size mm 80x93

Front wheel size mm 80x65

weight Kg 350/410

Closed height H3 (mm) 2150/2300

Extended height mm 3625/3925

AUTOMATIC POUCH PACKING MACHINE PALLET TRUCK 

SEMI ELECTRIC  STACKER 



AUTOMATIC POUCH PACKING MACHINE 

ELECTRICAL DRUM LIFTER AND FILTER
specification value 
MAXIMUM LIFTING
CAPACITY

210 Liter or 300kgs

APPLICATION USE
suitable to m.s. or plastic drum lifting 
shifting  tilting's tagging 

LIFTING HEIGHT OF DRUM 3000 mm (10 feet)

TOTAL HEIGHT 1950 MM

TOTAL LENGTH 1300 MM

TOTAL WIDHT 900 MM

TILTING ANGLE 0 degree - 180 degree

MOVEMENT vertical 

WHEELS

2 nos. 200 X 50 mm & 2 nos. 80 mm dia
X 70 mm
Heavy duty White Nylon wheels with
double ball bearing.

HYDRAULIC UNIT
1 no. hyd. pump with hard chrome
plated piston &
inclined long cylinder with leak proof
viper seals will be given to protect
from ingress dirt & dust.

specification value 

Capacity: 1 ton

Height 1600 mm

Platform size 1150 mm x650 mm

specification value 

Model no. SPDT- 0.3

Capacity(Kg) 300

Overall size(mm) 1025x915x1180

Self Weight(kg) 60

Max lifting height(mm) 400

PALLET TRUCK 

DRUM HAND STACKER &WITH PLATFORM 

DRUM PALLET TRUCK 



PALLET TRUCK 

specification value (single thread ) value (double thread )

Model no. DADR DDADR-II

Dimension - 30X30X33cm

Speed
1600-1800 Stitches per
minute 

160-230 bags per
hours 

Drive 1/10H.P. 8000R.P.M 1/10H.P. 8000R.P.M

pitch 7.2mm 8.5mm

stitch single thread double thread 

weight 5.5kg 6.25kg

SINGLE /DOUBLE THREAD 

BAG CLOSING MACHINE 

ULTRA SONIC SEALING MACHINE

specification value 

Capacity 15 bags/minutes

Automatic Grade Automatic, Manual

Voltage 220VAC/10A

Power (KW) 1200

Automation Grade Manual

Capacity (Pieces per min) 8-20

Max Bag Width 1-100 mm to 400-500 mm

Dimensions 1200 x 550 x 1200mm

Weight 150 KG



PALLET TRUCK 

specification value 

Sealing Size 24”-5mm

Pusher Plate 24” x 24”

Pusher Height 12”

Pusher Cylinder 04 Nos (50x300mm)

Sealing Cylinder 02 Nos (50x300mm)

Timer Digital

Machine Weight 150Kg Approx

Power Supply Single Ph+N,230V

pillow packing machine 

specification value 

Capacity
approx 30,000 capsule per
hour 

Material SS 304

Voltage 230V Single phase

Air Pressure 1kg 

Machine Size
L 1000 mm x W 650 mm x H
1100 mm

Power Source Electric

Machine Weight 150kg

Usage/Applicatio
n

Tablet/Capsule Counting

SEMI AUTOMATIC TABLET & CAPSULE COUNTING
MACHINE 



specification value 

MODEL SPS 750

POWER 1800W

SWITCH CONTROL 2 STAGE (I/II)

TEMPRATURE 400/550°C

AIR FLOW 550/750I/min.

HEAT GUN BLACK
& DECKER 

SHRINK
MACHINE 



specification value 
Model no. HL 1400S

Out put 2300 W

Temperature 80-500*C

Temperature Indication Display, in 10*c steps

AirFlow Rate 150-500mtr/min

Thermal Cutout Yes

Thermostat Yes

Weight 0.755 kg (Without power cord )

Dimensions (LXWXH) 253x86.5x200mm

Power Supply 230V, 50/60Hz

Heating Element Ceramic Heating element

SHRINK
MACHINE HEAT GUN STEINEL

https://www.steinel.net/en/heat-tools/products/product-overview/professional-heat-guns/


specification value 

product Heat gun 

Model no. SPS-1600

Wattage 1600w

country of origin India 

Net quantity 1 NOS 

SHRINK
MACHINE 

HEAT GUN SMART PACK

https://www.steinel.net/en/heat-tools/products/product-overview/professional-heat-guns/


specification value 
Model no. SPS2012

packing size in mm 200X150MM

conveyor speed 0-8mt/min.

conveying weight 5 kg 

no. of heaters 4

power supply Ac 220v,50HZ

Power consumption 2.4KW

dimensions 700*440*410

weight 30kg

SHRINK
MACHINE SHRINK TUNNEL 2012



specification value 
Model no. 8 by 12

packing size in mm 200X 300mm

conveyor speed 0-8mt/min.

conveying weight 5 kg 

no. of heaters 5

power supply Ac 220v,50HZ

Power consumption 2.4KW

dimensions 700*440*410

weight 30kg

SHRINK
MACHINE SHRINK TUNNEL 



specification value 

Model no. SPS 4525

voltage (v/Hz) 220V/440V/50Hz

Tunnel size (W*H) 450*250

Power consumption 440 voltage

conveyor loading 10-15kg

heating furnace(L*W*H) 900*450*50-200

Speed 0-10min.

heating time 5-10min.

cooling time 15min.

dimension (mm) 1200*610*1000

weight 90kg

SHRINK
MACHINE SHRINK TUNNEL 



specification value 

Model no. 20 By 14

Chamber Size 48*20*14

Machine Size 90*28*60

Power 3ph + N

Power Consumption 13.5kw

Speed Variable With 12mm Rod With Asbestos Yarn

Blower Dubble

Cooling Fan Single

Front & Back Side SS Free Roller Stand

SHRINK
MACHINE SHRINK TUNNEL 



specification value 

Model no. SPS 4535

Voltage (V/Hz) 380/50

Tunnel Size (W x H) mm 450 x 350

Power Consumption (KW) 9.6KW

Convayor Loading (Kg) 30

Heating Furnance (l x w x h) mm 1200 x 450 x 50-350*

External dimensions (l x w xh ) ( mm) 1200 x 650 x 1340

Speed ( m/min.) 0~10

Heating Time (minutes) 5-10

Cooling Time (minutes) 15

Net Weight ( Kg) 120KG

SHRINK
MACHINE SHRINK TUNNEL 



specification value 

Model no. 14 By 16

Heating Chamber Size L-36"XW-14"XH-17"

Machine Size L-60"XW-2:2"XH-51"

Power 3Phase+N(440A.C.)

Power Consumption 2.5kW/3.5HP

Speed Variable

MOC MS Powder Coating

Blower Motor(3 phase) 1PCS-2880RPM 3Phase

Heater 24"Fins Type 1250W-6NOS

DC Drive HP

Conver Motor 0.50HP (Speed Ryder)

Gear box 1HP aluminum body

Main switch 25AMP MCB (Snyder)4P

TemperatureControl MultispanTC-49

Contactor 25AMP 4P 

Rod Size
330MMX8MM With As
Bestos yarn

Heating Insulation
Cerawhool with Allu. Cover
Cage

Amp capacity 1Oamp At Full Load

Weight: 1 50Kg

SHRINK
MACHINE SHRINK TUNNEL 



specification value 

Model no. SPWS-6540

Voltage (V/Hz) 300 / 50 3 phase

Power Consumption ( KW) 1.5kw

Packing Speed (pcs/min) 0~12

Max Packing dimension 500 x 290 x 380 ( L x W x H ) (mm)

Max sealing length (mm) 650

Height of conveyor (mm) 800+50 (Adjustable)

Working air pressure (Kgf/m2) 6

Dimension (LxWxH) (mm) 1370 x 920 x 1800

weight 300kg

SHRINK
MACHINE WEB SEALER 



specification value 

Model no. SPS 1520

Power 220v/ 1phase/3.5KW

Power consumption 2.25KW

Sealing dimensions in inch 15*20

height of product 250mm

weight 60kg

SHRINK
MACHINE SHRINK MACHINE

CHAMBER TYPE 



specification value 
Model no. SPS 300

Packing speed 300-500pcs /hr.

max. packing dimension  (L×W×H) in mm 450*400*250

max. sealing dimension (L*W) 500*450

Body type powder coated MS type

voltage Ac 220v,50Hz

Dimension mm(L*W*H) 1560×700×1100

Weight (kg) 80kg

L-SEALER
L-SEALER MANUAL



L-SEALER

specification value 

Model no. SPS5045

Packing speed 800-1200PCS./hr

max. packing dimension in mm 450*400*250

max. sealing dimension (L*W) 500*450

Body type powder coated 

voltage Ac 220v,50Hz

Dimension mm(L*W*H) 1560*757*1040

Weight (kg) 110kg

L-SEALER CONVEYOR



L-SEALERL-SEALER

L-SEALER MANUAL (BIG)

specification value 

Model no. SPLS-300 (Manual)

Power (kw) 1.2

Packing speed 300~500

max. packing dimension in mm 700*350*350

max. sealing dimension (L*W) 32 x 48INCH

Body type powder coated MS Type 

voltage Ac 220v,50Hz

Weight (kg) 80kg



L-SEALERL-SEALER

FULLY AUTOMATIC L-
SEALER 

specification value 

Model no. SPsS-504A

Power Supply 1Ø, 220 V/240 V

Watts 1.5KW

Sealing Size(LXW) 500x 450mm

Packing Speed 0-18m/min.

Packing Length (in mm) 100-460

Packing Width (in mm) 40-320

Packing Height (in mm) 5-100

Machine Size L= 1900 x W=950 x H=1450 MM

Air Compressor 6kg/cm2


